Bloomington Cemetery
Columbaria Addition

10340 Lyndale Avenue South, Bloomington, MN
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General Notes:

is responsible
prolelonal exsling buiding and fall pereannel as
Specified including sfety, dirt, air qualty, and noise

“hrirol al axising budng.

The General Conlraclor shall delermine all quanilies (o be:
provided, relacated, ar removed

The General Contractar shall be responsible for field
venTalon ol ll dmensions and condions pariaiing 1o
building construction. Any difference found fo exist

S exising contiions and he drasings abe
reporled la lhe Archilecl,

All Gonlraclars shall become fanmiliar wiLh Ihe exisling sile
condiions and exisling building which wil be remadeled.

A preconslruction meeling shall be held wilh the
Conlrsclor, Owner and Archilect before any conslruction

Masonry
All concrete black to have cancave taaled joints, Unless
specilically naled olherwise, including non-exposed black
sch 3 bekow rade, it cavi el Uncer cryval,

Struclure
Allstructural lintels, beams, colurns, reinforcing, footings,
ete. indicated on Structural dravings.

Allcimensions shown on smal scale drawings (less than
or equal 1o 1 re nominal representing actual
dimensions rounded Up to the nearest unit. Within

tandard construction folerances, Cantracior to evenly
distribute difference between actual and nominal
iensions between tems dimensioned.
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CNH Architects
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Apple Valley, Minnescta 55124
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Structural
2955 Xenium Lan North, Suite 10
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Plymouth, Minnesota 5544
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0-8023
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QTY |COMMON NAME LATIN NAME SIZE
23 Spirea Tor Shrub Spirea betulifolia ‘Tor' #5 cont
10 Miss Kim Lilac Shrub Syringa patula 'Miss Kim' | #5 cont
. . . Betula populifolia 10ft ht
2 Whitespire Birch Clump tree 'Whitespire’
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GENERAL LAYOUT NOTES

A.  CONTRACTOR RESPONSIBLE FOR ALL STAKING AND ELEVATION CONTROLS
ON PROJECT

B. CONTRACTOR TQ STAKED LAYOUT AND BASE GRADING TO BE VERIFIED AND
APPROVED IN FIELD PRIOR TO ANY FINAL SURFACE MATERIAL
INSTALLATIONS.

C. ENSURE POSITIVE DRAINAGE AROUND COLUMBARIUM FOOTINGS.

D. SET PAVEMENT ELEVATIONS TO DRAIN IN SOUTH WEST DIRECTION.
CONTAIN OPERATIONS WITHIN CONSTRUCTION LIMITS SHOWN ON PLANS
UNLESS AUTHORIZED BY PROJECT MANAGER.

F. CONTRACTOR TO NOTIFY PROJECT ENGINEER OF ANY LAYOUT
DISCREPANCIES

G. CONTRACTCR TO MAINTAIN ALL TREE PROTECTION AND EROSION CONTROL
THROUGHOUT PRQOJECT,
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